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STANDARD SELF-LEVELING LASER LEVEL

COD

65514

HORIZONTAL LASER LINE

VERTICAL LASER LINE

LASER CROSS

ROTATORY BASE PROVIDES 360° ANGLE REFERENCE POINTS

TECHNICAL SPECIFICATION

Power supply 2x1,5V AA DC
Operating time 4h cont.
Laser wavelength 650 nm
Output power < TmW
Laser class 2
Precision 0,5 mm/m
Self-leveling range +-3°
Warning system flashing light
Operating temperature 0°C - 40°C
EQUPED WITH:

- Blow mould case
45-120 cm aluminium tripod
- Trestle
- Googles
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STANDARD ROTATORY LASER LEVEL
COD
65515

LASER POINT (WHEN REVOLVING GENERATES HORIZONTAL AND VERTICAL PLANES)
HORIZONTAL LASER LINE
VERTICAL LASER LINE
LASER CROSS

TECHNICAL SPECIFICATION
Power supply 4x1,5V AA DC
Operating time 8h cont.
Laser wavelength 650 nm
Output power < TmW
Laser class 2
Precision 0,5 mm/m
Working distance 10m
Rotation speed 100-300 rpm
Operating temperature 0°C - 40°C
EQUPED WITH:
- Blow mould case
45-120 cm aluminium tripod
- Trestle
- Googles
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SPIRIT LASER LEVEL 400MM

COD

65160

TECHNICAL SPECIFICATION

Power supply 2x1,5V AAA DC
Laser wavelength 650 nm
Output power < TmW
Precision 0,35 mm/m
Vial accuracy 0,5 mm/m
Vials 2
Working distance 30
Weight 3,2 Kg

EQUIPED WITH:

- Blow mould case

- 120 cm tripod

- Rotatory base

- Laser vision improving googles
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SPARE PARTS

TRIPOD FOR PROFESSIONAL SELF-LAVELING LASER LEVEL
COD
65516

FEATURES
- With worm gear shaft structure to adjust up and down.
- The elevator column has mm graduation to measure the height.
- Chains between legs to prevent legs from sliding
- Rubber shoes for indoors use.
- Closed length: 135,5 cm.
- Opened length: 232,5 cm (including 30 cm for central column).
- Weight: 7,5 Kg.
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ELEVATOR TRIPOD FOR PROFESSIONAL ROTATORY LASER LEVEL
COD
65517

FEATURES:
- Elevator column adjustable by manual operation.
- Chains between legs to prevent from sliding.
- Closed length: 103 cm.
- Opened length: 210 cm. (including 50 cm for central column).
- Weight: 4 Kg
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WALL BRACKET
COD
65518

FEATURES:
- Suitable for its use with our professional laser levels (self-leveling and rotatory)
- Fully adjustable for height and position
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